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AT330P(B)-72

® AT310P(B)-72
® AT315P(B)-72
® AT320P(B)-72
® AT330P(B)-72 _ o
Electrical Characteristics
TYPE AT310P-72 AT315P-72 AT320P-72 AT325P-72 AT330P-72

,,,,,,,,,,, POWER OUTPUT 30 315 30 325 330
STC __MAXPOWER TOLERANCE ~ 0-5W 0-5W . O-5w 05w 0-5W
1000W/M™ 1 MODULE EFFICIENCY (%) o 62 65 67 170
Module VOLTAGE MPP Vmpp 37.0 37.1 37.2 37.3 37.4
L= o= = 1 V=l
25C CURRENT MPPImpp (A) 838 849 . 860 871 882
A.M.1.5 VOLTAGE OPEN CIRCUIT Voc 461 462 463 464 466
,,,,,,,,,,,,,,,,,,, SHORT CIRCUIT CURRENTIsc (A) 892 902 913 923 = 934
oct POWEROUTPUT 247 2385 2423 2461 2499
goow/M’ VOLTAGEMPPVmpp (V) 337 338 339 340 341
Environment CURRENT MPP Impp (A) 6.96 7.05 7.14 7.23 7.33
SoPerIe VOLTAGE OPEN CIRCUIT Voc (V) 419 420 421 422 423
AM.15 SHORT CIRCUIT CURRENT Isc (A) 764 3 8 791 800
TEMPERATURE COEFFICIENTS Isc | S 0.088
TEMPERATURE COEFFICIENTSVoc (% /°C) . -0.352
TEMPERATURE COEFFICIENTS Pmpp  (%/°C) -0.442
NOCT Q) 4s:2'C
Mechanical Data Working Conditions
DIMENSIONSOF MODULE  2008*1002*40mm = MAXSYSTEM VOLTAGE (vDC) 1000V
WEIGHTKg) 2 SERIES FUSERATING 15A
CABLE TUV Certified 4mm’* MECHANICALLOAD ~~ 25400Pa
GLASS | High transmission glass 3.2mm | OPERATING TEMPERATUREC) . -40~+85
JUNCTION BOX 3 Bypass-Diode APPLICATION CLASS A

Packaging Configuration

PV MODULE:ATES,AT310P(B)-72
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